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WETLANDS HIGH MARSH

FOREBAY
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REVERSE PIPE
OR PVC ELBOW

WATER QUALITY ORIFICE

ANTI-SEEP COLLAR OR 
FILTER DIAPHRAGM

STABLE 
OUTFALL

PERMANENT 
POOL

WQ LEVEL

CP LEVEL

10 OR 25 YEAR LEVEL

50 YEAR LEVEL
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v
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WETLAND PROFILE
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NOT TO SCALE

CITY OF CHARLOTTE

LAND DEVELOPMENT STANDARDS
REV.STD. NO.

INCLUDES CHARLOTTE ETJ
BMP FIG. 4.3.2

5

DUCTILE IRON 
MAINTENANCE DRAIN 
PIPE WITH SLUICE GATE 

OR VALVE.  (OFFLINE 
FROM OUTLET AND 

LOCATE VALVE IN BERM) 
0.5% SLOPE MIN.

POST CONSTRUCTION 
CONTROLS EASEMENT 

10' OFFSET FROM 
SLOPE BREAK & 
RIP RAP APRON

POST CONSTRUCTION 
CONTROLS EASEMENT 

10' OFFSET FROM 
SLOPE BREAK

NOTE:

A 4-6 INCH LAYER OF AMENDED SOIL IS RECOMMENDED IN ANY AREA WHERE 

PLANTINGS ARE REQUIRED (SEE SOIL PARAMETERS IN BMP DESIGN MANUAL).
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